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HHSL1

HARRIS LED HIGH BAY STAR LINE HIGH EFFICACY, GEN 1
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Accessories (Factory Installed)

Sensor
(MSL2/MCxx)

Sensor
(WBxx)

No Lens Option
((blank) D1 Shown)

Photometrics 
Visit orionlighting.com to obtain all .IES files

D1 850 No Lens D1 850 LAFG D1 850 LAFN

Physical Information4

Nominal Lumen Code Length Width Depth Weight

A1/B1/C1/D1 23.75" 15.00" 3.16" 6.00-11.00lbs.

E1/F1/G1/H1 45.75" 15.00" 3.16" 11.00-17.00lbs.

Orange End Cap 
(OE)

Battery Back Up
(BB)

Sensor
(ENx)

Sensor
(WSxxB)

D1 850 LACF
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HHSL1

HARRIS LED HIGH BAY STAR LINE HIGH EFFICACY, GEN 1

1 For actual lumens, see performance table
2  Ambient operating range when suspended 12" from the 
ceiling
3 Actual performance may vary by up to ±10% of values 
listed; facility factors and fixture options can affect 
performance values
4 Weight will vary based on option selection 
5 For more information about these options go to our 
controls landing page
6 "xx" in part number is a place holder for lens height of 
sensor. Either "20" or "40" can be included at end of part 
number to replace the "xx" placeholder

7 Calculated hours based on TM-21 projections and 
components used at the time of testing. Warranty is not 
associated with Calculated Lumen Maintenance
8 Fixture with Battery Back Up cannot be installed in an 
environment where the ambient temperature falls below 32°F
9 Feature/accessory option is only available with ND driver 
type unless ordered with an embedded dimming control
10 Requires the purchase of a Platform power cord. Cord is not 
included with fixture purchase
11 Not compatible with 2' 480 (480v) fixture models
12 ENx is limited to -35ºC (-31ºF) environments

Additional Specification Information
13 Multiply 10w by the lumens per watt (LPW) of the fixture to 
calculate lumen output in emergency mode
14 All Sensors come standard with a Raw Aluminum housing 
finish. Dark Gray and White housings are available. For Dark 
Gray add “-DG”. For a White Housing add “-WH” at the end of 
the sensor part number
15 EN1 allows for 75 fixtures max. per group. Contact 
Customer Service regarding commissioning
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Accessories (Field Installed)
Suspended Mounting Options

ECAB19 19” Cables with Snap Hooks (2 Required per Fixture)

ECAB31 31” Cables with Snap Hooks (2 Required per Fixture)

HW-FC008
Hanging cable, Set of Two: Adjustable 180”, Loop, Y-Fit with Snap 
Hooks (1 Set per Fixture) 

LED-HHSL1-PMR01-
KIT

Pendant Mounting Bracket Kit for UNV HHSL1 Style Fixtures, 
Galvanized Steel (Available for Hardwired (HW) models only)

LED-HHSL1-PMR01-
KIT-480

Pendant Mounting Bracket Kit for 347/480 HHSL1 Style Fixtures, 
Galvanized Steel (Available for Hardwired (HW) models only)

Rigid Mounting Option

H131SET
Rigid/Flush and Threaded Rod Mounting Bracket Set (Raw 
Galvanized Steel-also available in white, add -W to the end 
of the part number)

Battery Back Up Options8*

LSLH-UNV-BBxx-KIT
Field Installed Battery Back Up Kit for LSLH and HHSL UNV HW 
(120v-277v hardwired) fixtures

LSLH-347-BBxx-KIT
Field Installed Battery Back Up Kit for LSLH and HHSL 347 HW (347v 
hardwired) fixtures

LSLH-480-BBxx-KIT
Field Installed Battery Back Up Kit for LSLH and HHSL 480 HW (480v 
hardwired) fixtures

*To order 10w battery back up kit, change"xx" to "10". To order 20w battery back up 
change "xx" to "20". Example: LSLH-UNV-BB10-KIT

Wireguard Options*

LED-HHSL-WG01-KIT
Field Installed Wireguard Kit for A1/B1/C1/D1 2' Fixtures without an 
End Mounted Sensor, Bulk Pack

LED-HHSL-WG02-KIT
Field Installed Wireguard Kit for E1/F1/G1/H1 4' Fixtures without an 
End Mounted Sensor, Bulk Pack

LED-HHSL-WG03-KIT
Field Installed Wireguard Kit for A1/B1/C1/D1 2' Fixtures with an End 
Mounted Sensor, Bulk Pack

LED-HHSL-WG04-KIT
Field Installed Wireguard Kit for E1/F1/G1/H1  4' Fixtures with an End 
Mounted Sensor, Bulk Pack

*Add "-SP" at the end of the Wireguard Options order logic for Single Pack.

Battery Back Up
(LSLH-xxx-BBxx-KIT)

EN1 Accessories Required for Commissioning12

WS-2-00-IL
Enlighted Wall Switch Room Controller - For Use with EN1 Enlighted Sensor 
(Quantity Needed Varies by Facility Layout and Fixture Group Size) 
Note: Max. of 4 switches per zone/group

LP-1-00 Green Laser for Commissioning EN1 Enlighted Sensor

Note: Contact your Orion representative regarding additional commissioning, quantities 
and back end control system pricing

End Mounted Sensor Options14 *

OEMS1300P9 End Mounted On/Off Only Sensor, 120v-277v, Normal Temp/Dry, High Bay, 
Low Bay & Aisle Lenses, 4-Pin Platform Input, 4-Pin Platform Output

OEMS1330P9 End Mounted On/Off Only Sensor, 120v-277v, Cold Temp/Damp, High Bay, 
Low Bay & Aisle Lenses, 4-Pin Platform Input, 4-Pin Output

OEMS1370P9 End Mounted On/Off Only Sensor, 480v, Normal Temp/Dry, High Bay, Low 
Bay & Aisle Lenses, 5-Pin Platform Input, 5-Pin Platform Output

OEMS1360P

Plug 'N Play End Mounted Remote Programmable On/Dim/Off & Ambient 
Sensor, 120v-277v, Cold & Normal Temp, 20’-40’ Lens, 4-Pin Platform Input, 
5-Pin Platform Output (Requires FSIR-100 Sensor Configuration Tool - Not 
Included)

OEMS1368P

Plug 'N Play End Mounted Remote Programmable On/Dim/Off & Ambient 
Sensor, 347v/480v, Cold & Normal Temp, 20’-40’ Lens, 5-Pin Platform 
Input, 5-Pin Platform Output (Requires FSIR-100 Sensor Configuration Tool 
- Not Included)

OEMS1380P
Plug 'N Play End Mounted Bluetooth App Programmable On/Dim/Off 
& Ambient Sensor, 120v-277v, Cold & Normal Temp, 20’-40’ Lens, 4-Pin 
Platform Input, 5-Pin Platform Output 

FSIR-100

Hand-Held Sensor Configuration Tool Required for Adjusting Default 
Factory Settings, Including  Hi/Low/Off Modes and Sensitivity/Time Delay/
Cut Off (Ordered Separately-To Be Used with OEMS1360P/OEMS1368P or 
embedded WS20/WS40) 

*For more information on our OEMS1 style sensors, or additional sensor options, click here for 
Dimming Sensors and click here for Non-Dimming Sensors.

Fixture Wireguard
(LED-HHSL-WG0x-KIT)

Fixture Wireguard with End Mounted Sensor Wireguard
(LED-HHSL-WG0x-KIT)

http://files.orionlighting.com/resources/PRODUCT/Controls-Sensors/SENSOR_EndMounted_Dimming_OEMS1.pdf
http://files.orionlighting.com/resources/PRODUCT/Controls-Sensors/SENSOR_EndMounted_NonDimming_OEMS1.pdf

